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This data sheet is covering article no. :



14HC17E

1. Identification of the preparation.

Tradename :

Leadcontaining glaze HC17E

Documental informations :

	

	Name of document:	LeadglazeHC17E.doc

	Made by : 	� USERINITIALS  \* HEBREW1 �PEM�	

	Rev date :	07-12-00







2. Composition�

Component�

w/w%�

CAS nr.�

Classification���������Lead                                  > 10%       1317 – 36 - 8��������3. Health Hazard identification.�T

D

   Toxic

�����R20/22	Harmful by inhalation and if swallowed.

R33	Danger of cumulative effects.

R61	May cause harm to the unborn child.

S45	In case of accident or feeling unwell seek medical

              advise. 

S53	Avoid exposure – obtain special instructions

              before use.�����4. First Aid measures.����Eyes:�May cause physical irritation and inflammation�������Skin:�Wash affected areas with water�������Inhalation:�Remove patient to fresh air, loosen tight clothing and seek

medical attention�������Indtagelse :�Do not induce vomiting, seek medical advice�������������5. Fire Fighting measures.�The material is not flamable���Extinguishing media�Suitable for surrounding fire condition���Special exposure�In event of fire the product may emit harmful or toxic fumes���Personal protective equipment�Self-contained breathing apparatus��������6. Accidental realease measures.�Leaks & spills.�Use suitable vacuum equipment where reasonable practicable, otherwise damp down and scoop Into a receptacle���Personal protective equipment.�Respiratory protective equipment�����7. Handling & storage�Do not eat, drink or smoke in areas where the material is used. 

Wash thoroughle after handling the material.

Store in a dry lockable area.�����8. Exposure control/

    Personal  protective equipment.�Use suitable gloves and respiratory protective equipment�����9. Physical & Chemical properties.�Appearance & Odour:

Flashpoint:

Flammability:

Explosive properties:

Oxidising properties:

Specific gravity:

PH value:

Melting point (C°):�White odourless powder.

none











980°C�����10. Stability & reactivity.�The material is stabel���Hazardous decomposition:�Emitting leadcontaining fumes by melting���Conditions/materials to avoid:�None known�����11. Toxicology information����Eyes:�May cause physical irritation and inflammation���Skin:�May dry the skin���Inhalation :�Prolonged or repeated exposure above Occupational Exposure Standards may cause lead to accumulate in the body. In serious cases,

This may cause anaemia and damage to the kidneys and central nervous system.

Lead in the blood of pregnant women may affect the development of the unborn child.

Persons exposed to lead compounds should have regular health checks which should include lead in blood monitoring.���Ingestion :�Leadpoison as above.���������12. Ecological information.�Bioaccumulates in living organisms.�����13. Disposal.����Small amounts:�Approved waste disposal for chemicals���Larger amounts:�Dispose in accordance with current waste Disposal regulations�����14. Trans information.����UN�3288�����ADR�6,1 / 65 (b)�����IMGD�B 6270 – 6�����EMS�6,1 - 04�������15. Regulation information.����Exposure limits:�DK at 00  0,05 mg/m3   for lead. 

DK at 00  10,0 mg/m3   for amorf silicium.

DK at 00  2,0  mg/m3   for amorf respirable silicium.���Demand for education:�None, but knowledge to this data sheet required.�����16. Other information.�����Young people under 18 years are not allowed to work with this material������
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